SP5 Side Panels
For DV-2400CB & DV-2400CBPAW

Assembly & Installation
Instructions
For use in GB, IE (Great Britain and Eire)

This appliance has been certified for use in countries other than those stated. To install this appliance in these countries, it is essential to
obtain the translated instructions and in some cases the appliance will require modification. Contact Stovax for further information.
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Assembly INSTRUCTIONS
GENERAL

INSTALLATION

The SP5 Side Panel is intended for use with the Dovre
SP2400.

1.1

Before installation removed the Data Plate from the side of
the appliance, Diagram 2.
Store in a safe place as you may need to refer to it when
ordering spare parts or making warranty claims.

1.2

Once the Data Plate is removed the bolt will have enough
space to secure the side panels to the appliance. There
are match bolts on the opposite side for the other panel,
Diagram 3.
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Fixing Bolts

The Side Panels can be fitted with a Plinth so clearance
must be allowed when making the installation.
Before assembling, make sure you have the correct panel
set to suit your stove. If in any doubt seek the advice of
your dealer.
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1.3

2

There is a Left and a Right panel which can only be fitted to
the appropriate side. Ensure the panels are fitted with the
holes for the canopy at the top.
The holes to secure the panels will match the positions of
the bolts on the side of the appliance.
Secure the panels with the black domed nuts supplied in
the fixing kit, Diagram 4.
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Fixing bolts
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Assembly INSTRUCTIONS
1.4

Attach the 2 straps that hold the panels in place Diagram 6.
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1.5

Attach the canopy brackets to the tops of the panels facing
out from the appliance and secure using the nuts and bolts
supplied in the fixing kit, Diagram 7.
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1.6

Attached the canopy to the fireplace in a safe and secure
manner to finish the installation.
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